
 
 
 
 
 
 

JAZZMAN OPERATION PROCEDURE 
 
BEGINNING 

 You must carry your boat license to operate this vessel. 
 The keys for access and operation of this vessel hang behind the canteen 

door. 
 Upon boarding, the required battery power is facilitated from an isolation 

switch under the port side deck hatch.  
 On power application the cabin overhead panel VHF radio will beep 

continuously. Cancel by pressing any radio button. 
 Ensure throttle/gear change lever is in neutral.  
 Insert ignition key and turn momentarily for the engine to auto crank. Start 

should be almost immediate. If not, wait two minutes and retry. 
 Check gauge fuel level, ¾+ is desirable. 
 Release vessel from mooring and proceed, not exceeding 1500 RPM until the 

engine temp. indicates 75 degC or 165 degF. 
 Boat is to be skippered only from the cabin station. 
 Avoid pressing the idle/trawling control button to the left of steering wheel. 
 Avoid engine idling for long periods. 
 When changing from forward to reverse, hold in neutral for a couple of 

seconds. 
 
ANCHORING 

 Operation is from the cabin or forward deck switches and requires monitoring 
from the forward hatch in case of chain fouling. 

 At maximum extension leave 2 metres of chain remaining in locker. 
 Chain and anchor retrieval requires that the boat be powered forward to 

relieve load on the electric winch. 
 Excess load may cause the circuit breaker to operate and will require a reset 

(red switch adjacent to the isolation switch).      
 
AT DAY’S END 

 After mooring and before withdrawing ignition key, check fuel level to report 
back for next vessel operation. 

 Switch on bilge pump and check if water emission evident, then ensure all 
dashboard switches are in the down position including the labelled 
Auto/Manual bilge pump switch. 

 Stow in cabin, pennants and all other loose equipment used that day. 
 RETURN BATTERY ISOLATION SWITCH TO OFF POSITION 
 Report unserviceabilty, breakages or missing items to the Rear Commodore, 

a flag bearer, or designated maintenance personnel. 
 Return keys to the canteen. 


